
MADE in ITALY

REV 06/2019

TENAX. IT

EN

Information contained in this data sheet is up-to-date and correct as at the date of 
issue. As TENAX cannot control or anticipate the conditions under which this product 
may be used, each user should review the information in specific context of the 
planned use. TENAX will not be responsible for damages of any nature resulting from 
the use or reliance upon the information contained in this data sheet. TENAX is not 
responsible for incorrect use of the product.

Tenax is an ordinary member of the 
Green Building Council Italy.

Tenax is Iso 
9001:2008 certified.

Tenax is AEO certified at the 
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the 
Ministry of education, of the University and Research.

CLOSE THE CONTAINER AFTER USE.

FOR PROFESSIONAL USE ONLY.

TENAX. IT
AT YOUR DISPOSAL

ANTISLIP M

The product is water based and colourless. Acid product, ready for use, to 
be used with care and professionalism.

   THE TREATMENT HELPS TO 

OBTAIN A NON-SLIP SURFACE

    LONG RESISTANCE TO 

PASSING AND DAILY TRAFFIC

    PRODUCT WITH HIGH 

COVERAGE

Tools       

Spread the product evenly with a rag or brush on the dry and clean surface 
to be treated. For large surfaces, we recommend the use of a single brush, 
with soft felt, in order to allow a homogeneous reaction of the ANTISLIP on 
the surface. 
 

Mode

Spread the product evenly, leave the treatment to act for 1 to 5 minutes* and 
then rinse thoroughly with clean water. If the desired result is not obtained, 
repeat the application a second time.

The product could cause a gloss decrease, so when a surface is treated 
for the first time it is advisable to evaluate its effect on a sample or hidden 
corner. 
It Is an irreversible treatment.

PLUS/ADVANTAGES

WHERE TO APPLY IT

ANTISLIP M is a water-based non-slip treatment, specific for marble 
surfaces. Thanks to the synergistic action between acid base and 
nano-silicones, it acts quickly on all marbles. The product is easy to 
use and with very short lead times.

NON-SLIP WATER BASED  
TREATMENT FOR MARBLE  MARBLE 

 MARBLE AGGLOMERATES

Consumption depends greatly on the 
porosity of the material

1 litre of product
30-40 m2

323-430 sq.ft.

COVERAGE

Density at 25°C g/ml 1,08

Colour Clear liquid

TECHNICAL DATA

1,5-2,5

pH 1,5-2,5, acid

1-5 litres. We recommend the use in ventilated places 
together with the use of suitable PPE to 
avoid direct contact with the product. * Each 
marble reacts differently and according to 
timing which may also depend on the finish.
Tenax is exempt from any liability and 
obligation for all harmful or otherwise 
detrimental consequences, also against third 
parties, which may arise from the improper 
use of the Product by the buyer or third 
parties.

Under standard use and work 
conditions, the product is guaranteed 
for 24 months when properly 
stored away from any sources of 
heat, humidity and direct sunlight. 
Accurately close the pack after use.

Before use, please read the 
instructions on the safety data sheet 
and the notes found on the packs.
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